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4-Wire Spacing Application
All Wires Barbed

1 rod
16 1/2°

_ Regular Wire Clips

/5 1/2" Steel Post (Typ.)

Line Post

No Stays

All wires to be,
12 1/2 guage (typical)

3'-0" Min

4" Dia. Treated Brace Rails (Typ.)
5" Dia x 7"-0" Treated Posts (Typ.)

Single Panel

Double Panel

3"-0" Min

3"-0" Min

9 gauge galv. wire tie looped around
each wire and twisted around posts.

5 1/2" Steel Post (typ.)

18"(typ.)

Two Steel Posts Driven

at approximately 45 degree angle
to native ground to 3" of surface.
May be cut if driving to full depth
is not possible.

Typical Deadman Anchor Detail

/S‘teep rock face

Rail Panel

Note: To be used
for both up or down

Rock Face Panel

gate closure on each side

4" Dia. Treated
/ Brace Rails (Typ.)

Stream Crossing

NOTES:

Extend stays to bottom wire attached to posts, creating a hinge point to pass debris
Thread bottom wires of stream crossing through 1.5" PVC pipe between stays

Bottom wire to be 1 ft above water elevation

Ao () -
- 5" Diax 7°-0"
Treated Posts (Typ.)
\ \ /[ —
N \\— a4 | ”
" . (typ.) 3"-0" Min n‘ 'w\\v“n
1.5" PVC Pipe ’,':"—'-’l““‘"“
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CLOSED POSITION

TOP VIEW

Gate Closure Detail

Not To Scale

16"-18"

Use mechanical
over-center

/\stays / gate closer

A

5" Di

Q

. X 7°-0" Treated Post (typ)

* All Gate Wire to be Double Strand Barbed.
Not To Scale
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WIRE JACKLEG FENCE - Details

(Not to Scale)

JACKLEG to FOUR-WIRE TRANSITION

Jack poste min 5" diameter; 52" long,

standarde.

Fasten jacks together with

8" TimberLok® ecrewe, 7" x 5/16"
Ring Shank naile or approved
equivalent.

Brace paniel jacke shall have a
notched full round poet or spitt
at bottom to prevent Jack
m spreading and to add

peeled,
machine notched and butt treated per AWFA

0>

rigidity. \

Angle of fence face ohall not be
steeper that 10°from vertical,
If face le too steep, rear poet
should be cut off at bottom and
cut surface painted with

Vehicle Panel Gate

Provide galvanized chain with
3/8" welded loops (min. 3/4"
loop length). Staple to Post.

Single Panel Gate
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6" Dia. x 8"-0" Treated Post (typ) _

Hang gate on Min. 2 - 3/4" Dia. galvanized
thru bolts with nuts & lock washers attached
to Gate Hinge Pins.

wood presetvative ae
per AWPA etandarde.

Top wire to be two strand, twisted smooth wire.
Bottom three wires to be two strand twisted barbed wire.
Spacing from ground up should be 18"/6"/6"10"

o
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